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6/18 DSO REPLACES 805-565-00

JANUARY 2019

805-210-05

MGS3 GUARDRAIL

WITH 1 OMITTED POST

(12' CLEAR SPAN)

[SINGLE OR

MULTIPLE LOCATIONS]

DESIGN DEFLECTION 10'

REPLACES 805-565-00 LONG SPAN

USE AT MGS3 GUARDRAIL ONLY

TEST REPORT #
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THIS DRAWING IS ONLY VALID FOR

CONSTRUCTION WHEN SEALED

AND SIGNED BY A PROFESSIONAL

ENGINEER REGISTERED IN THE STATE

OF SOUTH CAROLINA.

CHECK WWW.SCDOT.ORG FOR LATEST

UPDATE.
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TL3

MASH

12'-6" MIN BUFFER INTERIOR 12'-6" MIN BUFFER

37'-6" MIN LENGTH MGS3 PAY ITEM IN ORDER TO OMIT SINGLE POST

LEADING END TREATMENT

12'-6" MIN BUFFER

87'-6" MIN LENGTH MGS3 PAY ITEM IN ORDER TO OMIT SINGLE POST AT 2 LOCATIONS

INCREASE BY 56'-3" FOR EACH ADDITIONAL OMITTED POSTS REQUIRED

12'-6" MIN BUFFER LEADING END TREATMENTINTERIOR

56'-3" MIN SPACING BETWEEN OMITTED POSTS IN CONTINUOUS MGS3 GUARDRAIL

OMIT ANY SINGLE POST AND OFFSET BLOCK WITHIN THE INTERIOR SECTION OF MGS3

WHEN SHOWN IN THE PLANS OR DIRECTED BY THE ENGINEER

TRAILING END

TRAILING END

DETAIL

SCALE: 1/8" = 1'-0"

4

MGS3 WITH

SINGLE OMITTED POST

ONE LOCATION ONLY

DETAIL

SCALE: 1/8" = 1'-0"

5

MGS3 WITH

SINGLE OMITTED POST

MORE THAN ONE LOCATION

10'-0" (MINIMUM DESIGN DEFLECTION)
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DO NOT PLACE FIXED OBJECT

OR DROPOFF HAZARDS CLOSER

THAN 10' TO FACE OF GUARDRAIL

AT THE OMITTED POST LOCATION

USE RIGID BARRIER WITH MOMENT SLAB

FOR SHALLOWER & CLOSER DROPOFFS,

DETAIL

SCALE: 1/4" = 1'-0"

6

CROSS SECTION ADJACENT

TO OMITTED POST

NOTES:

1. SEE 805-001-XX FOR GENERAL NOTES.  WORK ALL APPROPRIATE SHEETS TOGETHER.

2. OMIT POST, OFFSET BLOCK, AND MOUNTING HARDWARE ONLY WHERE SHOWN IN PLANS OR DIRECTED BY

THE ENGINEER.

3.  OMIT POSTS ONLY WITHIN THE MGS3 PAY ITEM, AND ONLY IN THE INTERIOR PORTION BEYOND THE 12'-6"

BUFFER DISTANCE SHOWN.  DO NOT APPLY THIS DETAIL TO OTHER DEVICES WITHIN THE MASH SYSTEM,

INCLUDING THE MGS2C DEVICE.

4.  WHEN RETROFITTING OR REPARING STRONG-POST W-BEAM GUARDRAIL, USE HISTORICAL STANDARD

805-565-00 FROM THE ARCHIVED 7-1-2017 STANDARD DRAWING BOOK (AVAILABLE ON WWW.SCDOT.ORG

SEARCH STATUS "ZFULL BOOK HISTORY".)


	Sheets and Views
	Plot
	Back
	Front



