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TOE WALL NOTES . - 5

LTOE WALL REINFORCING PER FABRICATOR

PRECAST CONCRETE TOE WALL DETAIL
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CULVERT NOTES

i INSTALL STANDARD MEMBRANE WATERPROOFING OVER THE TOP AND TO AT LEAST 12 INCHES DOWN THE EXTERIOR
SIDES OF PRECAST UNITS.

2. CONSTRUCTION, HANDLING, AND ASSEMBLY OF THE PRECAST UNITS SHALL BE IN ACCORDANCE WITH THE
MANUFACTURER'S SPLCIFICATIONS AS APPLICABLE.

3. THE PRECAST UNIT SHALL BE DESIGNED BY THE MANUFACTURER TO CARRY CONSTRUCTION LOADINGS WITH A
MINIMUM FILIL COVER OF 18" OVER THE TOP OF THE UNIT.

4 THE PRECAST CUIVERT BOX SECTIONS SHALL BE ASSEMBLED SUCH THAT ANY SHORTFR 1ENGTH SFCTION SHALL BE
IN THE CENTER OF THE CONSTRUCTED CUNVERT.

5.THE PRECAST CONCRETE B0X CULVERT SHALL BE BEDDED ON A I-FOOT LAYER OF COMPACTED GRANULAR BORROW
MATERIAL FOR UNDERWATER BACKFILL.

6. A *CLAMSHELL® BOX CULVERT MAY BE USED,
7. THE CULVERT SHALL BE LINED WITH 2 FEET OF SPECIAL FILL IN ACCORDANCE WITH SPECIAL PRVISION 203,
B.VOIDS IN RIFRAP APRON SHALL BE INFILLED WITH SPECIAL FILL, WATER-IN AND TAMPED.
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CONTRACTOR'S METHOD OF EXCAVATION
IN ACCORDANCE WITH USHA REQUIREMENTS.
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