
1. SEE 805-001-XX FOR GENERAL NOTES.  WORK APPROPRIATE SEMI-RIGID GUARDRAIL SHEETS (805-000-00 THROUGH
805-799-XX) TOGETHER.

2. WHEN MULTIPLE OFFSET BLOCKS ARE REQUIRED ON MGS SERIES OR MTBBC SERIES DEVICES, USE (2X) 8" OFFSET BLOCKS
[16" OVERALL] AS SHOWN IN DETAIL 1 IN ANY LOCATION WITHIN THESE DEVICES.  8" OFFSET BLOCKS ARE THE SAME
PART USED FOR REPAIRS TO STANDARD STRONG-POST W-BEAM OR THRIE-BEAM BRIDGE CONNECTORS (PRE-MASH.)  DO
NOT USE MULTIPLE OFFSET BLOCKS WITH THE LEADING OR TRAILING END TREATMENT PAY LIMITS OR ANY OTHER
PROPRIETARY DEVICE UNLESS NOTED IN THE MANUFACTURER'S INSTALLATION MANUAL.

3. USE (2X) 12" OFFSET BLOCKS OR (3X) 8" OFFSET BLOCKS [24" OVERALL] ONLY AT ONE LOCATION WITHIN THE MGS SERIES
OR MTBBC SERIES DEVICES.  WHERE REQUIRED, INSTALL ADDITIONAL LOCATIONS  OF 24" OVERALL OFFSET BLOCKS AT
NO CLOSER THAN 75' SPACING.

4. MAINTAIN OR EXCEED MINIMUM GUARDRAIL SHOULDER BREAK GRADING (2' BEHIND BACK OF POST) WHEN
ADDITIONAL OFFSET BLOCKS ARE USED (BUILD OUT SHOULDER.)

5. PLACE GUARDRAIL AT HEIGHT SHOWN FOR THE MGS OR MTBBC DEVICE (MEASURED AT FACE OF GUARDRAIL) FOR THE
SYSTEM BEING INSTALLED.  NOTE THAT POST WILL BE SLIGHTLY TALLER THAN TYPICAL INSTALLATION DUE TO THE
ADDITIONAL OFFSET BLOCKS.

6. FOR REPAIRS TO EXISTING INSTALLATIONS OF STRONG POST W-BEAM OR THRIE-BEAM BRIDGE CONNECTORS, FOLLOW
THESE SPECIFICATIONS WHEN INSTALLING MULTIPLE OFFSET BLOCKS.

7. NO ADDITIONAL MEASUREMENT OR PAYMENT WILL BE MADE FOR MULTIPLE OFFSET BLOCKS.
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