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805-8XX-XX (UNDER DEVELOPMENT)

INLET SIDEWALK BYPASS
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PCDM-15

RIP-RAP CLASS B (SECTION 804)

EROSION CONTROL UNDER RIP-RAP
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ADJUST PLACEMENT AS DIRECTED WHEN LINING OUTFALL DITCH
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CLASS B RIPRAP (10 TONS MIN.)
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SECTION
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****NOTE: RIPRAP NOT SHOWN FOR CLARITY****

1. USE CONCRETE WITH A MINIMUM 28-DAY COMPRESSIVE STRENGTH OF 4000 PSI.

2. USE ASTM A706 GRADE 60 REINFORCEMENT STEEL.  USE NO. 3 BARS AT 12" O.C. FOR ALL REINFORCEMENT.   USE
2' HOOK LENGTH ON ALL BENT BARS.

3. BOTTOM CUTOFF WALL IS REQUIRED ON ALL FLUMES. TOP CUTOFF WALL IS REQUIRED ON ALL FLUMES TALLER
THAN 5'. INTERIOR CUTOFF WALLS ARE REQUIRED ON ALL FLUME HEIGHTS 15' AND TALLER, PROVIDE
ADDITIONAL INTERIOR CUTOFF WALLS FOR EACH 15' OF FLUME HEIGHT. WHEN MULTIPLE INTERIOR CUTOFF
WALLS ARE REQUIRED SPACE INTERIOR CUTOFF WALLS AT EQUAL SPACING ± 2'.

PAY ITEMS:
7199200 4' SLOPE FLUME (6" CURB STYLE WITH CUTOFFS)..................................................... LF
8041020 RIP-RAP (CLASS B)..................................................................................................10 TONS (MIN)
8048210 GEOTEXTILE FOR EROSION CONTROL UNDER RIP-RAP (CLASS 2) TYPE C..............25 SY (MIN)
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