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GUTTER TRANSITION (1" RECESS SIMILAR TO CB16 THROAT)

#3 GUTTER REBAR

6'-3" GUARDRAIL POST SPACING

SEE 805-325-70 FOR LOCATION CLOSEST TO BRIDGE

SEE 805-325-70 TO LOCATE FLUME

UNDER MTBBC3 AND MTBBC2

DETAIL
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3'-0" CURB TAPER

GUARDRAIL SHOULDER BREAK (MAY VARY)

TOWARD BRIDGE (OR RIGID BARRIER END)

1'-6"1'-6"

4'-0"

6
"

MAX 6" RADIUS

BLEND CURB SHAPE

INTO CHAMFER (SECTION E)

TO MINIMIZE EDGES
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PAY IN THIS AREA AS FLUME INLET AT GUARDRAIL (HANDWORK) (EA)

4' SLOPE FLUME WITH CUTOFFS SEE 719-920-00

FOR DETAILS AND ADDITIONAL REINFORCEMENT
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QUANTITIES UP TO BRIDGE APPROACH
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END OF CURB&GUTTER

FORM AND CLEAN BACK EDGE OF CURB TO PROVIDE SPACE FOR GUARDRAIL POSTS

THROUGHOUT CURB LENGTH

NOTE THAT CONNECTION BETWEEN INLET AND SLOPE FLUME MAY NOT FALL AT SHOULDER BREAK

EDGE OF NORMAL ROADWAY PAVEMENT

BLEND CURB SHAPE

INTO CHAMFER (SECTION E)

TO MINIMIZE EDGES

NOTE (4) FLUME ANCHOR BARS BENT BETWEEN UPPER CUTOFF

AND FLUME INLET (INCLUDE IN FLUME INLET PAY ITEM)

FORM AND CLEAN BACK EDGE OF CURB TO PROVIDE SPACE FOR GUARDRAIL POSTS

THROUGHOUT CURB LENGTH
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(4) FLUME ANCHOR

BARS  #3 @ 12"

BEND INTO INLET

AND TOP CUTOFF

TOP CUTOFF

PAY ITEM:  FLUME INLET AT GUARDRAIL (HANDWORK)
(THIS DRAWING)

PAY ITEM:  4' SLOPE FLUME
(6" CURB STYLE WITH CUTOFFS)

DETAIL SEE STD 719-920-00
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#3 BAR @ 12" (TYP)

TIED TO (4) FLUME

ANCHOR BARS

DETAIL

NO SCALE
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FLUME INLET ISOMETRIC

BLEND AS APPROPRIATE

1. SEE 805-000-01 FOR GENERAL NOTES. WORK ALL APPROPRIATE SHEETS TOGETHER.

2. USE ASTM A706 REINFORCEMENT.  ALL BARS SHOWN ARE #3.  USE A MAXIMUM OF 12" CENTER TO CENTER BAR SPACING UNLESS
NOTED.

3. SEE PCDM-15 FOR DESIGN QUANTITIES REQUIRED ASSOCIATED WITH FLUME INLETS AND FLUMES.

4. MATCH FLUME INLET TO 4' SLOPE FLUME SHOWN ON STANDARD DRAWING 719-920-00.

5. BUILD UP SHOULDER, IF REQUIRED, AROUND FLUME AND BEHIND CURB SO THAT FINISHED GRADE IS APPROXIMATELY 1" BELOW TOP
OF CURB AND FLUME.

6. CONSTRUCT FLOW AREA INSIDE THROAT OF INLET AT NO FLATTER THAN 9:1 SLOPE (SEE SECTION D) STEEPER INLET IS ACCEPTABLE
BUT INLET THROAT MUST CONNECT TO SLOPE FLUME.

PAY ITEMS:
8053257 FLUME INLET AT GUARDRAIL (HANDWORK) ............. EA
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