Plan

=

3/4% x 12 ASTM A307
QA?D_.E _.nn_b__wﬂlt-

Top

M /2"

31/2"

me.

|
__ Steel Angle —
5" x 5" x T e
5/8% x 5 1/2° Long ASTM A325 w\m_.oh% _I|m..||_
Galvanized or Plated Hex w_...ln_.o.ﬂn Lumber Poxt 9
Head Bolts, Nuts, and Washers u _nn- Somiogh ! Size) 7 3/32°
* Long
Side End
Profile 2 3 ! _\_n..u 1/2"
| | ! I 38 3/4"
_ o e _ Bituminous Wearing Surface I«m ~._ 1/2 1 ._\n\‘*V 25 5/32"
[T ﬁ\ 1 { [
2
-1 — _ ! w. 3" « i |‘l Mu
© © i 1 b1z 11/2 4 |
—|~—3/8" " " .
10 \+.% H 1 f s __ 3/8 I'_ T 3/8 3
_r 3 -1
11/2°
7/8"8 x 1 1/2" Long Slot 3/4" Hole _|I|_
>
\ Note: (1) All holes are 11/16" dia.
Longitudingl Glulam Timber Deck Notes: (1) Galvanized.
Post Connection Details Connecting Angles Bridge Posts
General Configuration Bridge Configuration Details
Dimensional Lumber Post
Standard W—Beam 4" x 6" zo=.__=n_ Size)
Rall (12 Gauge) |/ \l x 36 u\ Long
' TN _
o-3"=50'
A 16 spaces 08'-3"=100" | _ \mﬁ.\.\/ 6 1/8" 7 3/32°
&3 _ - W N !\! ||nHv||
© 1 1B 14 13 12 1 ®» 9 s 7 € 5 4 3I 2 1 W w W N X N
_ _ _l N 5/8" x 7" Long ASTM A307
Galvanized or Plated Hex
BCT Begins Head Bolt, Nut, and Washers
_ \ _ 27 25/32" (Back—Side Only)
I \ 7o 1
__._Ewl. Unnrn__._ua_ Mﬂﬂnﬂ_ﬁk_,_n_bu_.a mooivsm_wzwopwou 2 21/32° 23 21/32°
or Lubricate Screw Prior
to Installation)
Bituminous Wearing Surface
" L) n L L “ n u w 1 2 3 4 L] L] 7 L] L] 10 n 2 13 1“4 15 0 o k] 40 0 L] ™ a0 0 I/
= — TS 7T 7T 7T 7T 7T T 7S 5[ TS 7T 7T 7T 71|/ Sy A Y TS, e
T
_ |w Al/ _ _ =] > 5/8% x5 1/2" ASTM A325
. 4 T 1 Galvanized or Plated Hex
f—e-3 |._ 10 3/4" > / O Head Bolts, Nuts, and Washers
1
H“an 25/32" «..%ﬂ.c qu o~_.n= asphatt
T 4] BE B P ” 12° .
N\ 3/4" Galvanized or Plated Flat Washer
Longitudinal Glulam Timber Deck
Longitudinal Glulam Timber Deck
13/16" Lead Hole for Shank
1/2'¢ Lead Hole for Threads




