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1 INTRODUCTION  

1.1 Background 

Three-cable guardrail systems are commonly used to protect motorists from roadside 

slopes. However, concerns arise when the barrier must be placed in close proximity to a steep 

slope. Previously, the Midwest States Pooled Fund Program funded a research project to 

investigate the performance of a low-tension cable barrier adjacent to slopes as steep as 1.5H:1V. 

Researchers at the Midwest Roadside Safety Facility (MwRSF) conducted test no. CS-1 with a 

three-quarter ton pickup truck on a standard, three-cable guardrail offset 12 in. (305 mm) from the 

slope break point (SBP) of a 1.5H:1V slope [1]. The system consisted of 63-in. (1,600-mm) long, 

S3x5.7 posts spaced 16 ft (4.9 m) on center. During the 2000P crash test conducted according to 

The National Cooperative Highway Research Program (NCHRP) Report 350 Test Level 3 (TL-3) 

safety performance criteria [2], the posts rotated without much soil resistance, resulting in the 

vehicle becoming completely airborne and encroaching onto the steep slope. This caused the 

vehicle to roll over the cables and come to rest at the bottom of the embankment. The standard, 

three-cable guardrail system offset 12 in. (305 mm) from the slope break point of a 1.5H:1V slope 

performed unsatisfactorily according to the NCHRP Report 350 TL-3 safety performance criteria.  

A second full-scale crash test, test no. CS-2, was conducted using a reduced post spacing 

of 4 ft. (1.2 m) and an increased barrier offset from the slope breakpoint of 4 ft (1.2 m) [3]. 

Implementation of these changes resulted in the safe redirection of a 2000P vehicle according to 

TL-3 of NCHRP Report 350, but was not without drawbacks. The closely spaced posts used in the 

modified system can be difficult to install, and the cost of the system made it non-cost effective as 

compared to available W-beam guardrail systems adjacent to steep slopes. Thus, a need existed to 

reconsider the design of low-tension cable barrier adjacent to steep slopes to alleviate these issues. 

Additionally, the design needed to consider the updated roadside hardware evaluation criteria for 

cable barriers for TL-3 of the Manual for Assessing Safety Hardware, Second Edition (MASH) [4-

5]. 

1.2 Objective 

The objective of this study was to review the design of the low-tension cable barrier 

adjacent to steep slopes and determine improved design configurations that could increase post 

spacing and reduce the offset of the barrier from the slope while meeting MASH TL-3. If design 

modifications for improving the cable barrier adjacent to slopes were developed in this research, 

full -scale crash testing according to the TL-3 evaluation criteria published in MASH would be 

used to evaluate the system in a subsequent effort. 

1.3 Scope 

The research effort was split into two phases. The Phase I effort detailed herein consisted 

of the review of design modifications, design and analysis of improvements to the low-tension, 

three-cable barrier system adjacent to steep slopes, dynamic component testing of posts adjacent 

to slopes, and completion of design details for later use in a full-scale crash testing program.  
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2 LITERATURE REVIEW  

2.1 Evaluation Criteria  

Testing and evaluation criteria for cable barriers are set forth in MASH [4]. For cable 

barrier systems meeting TL-3, full-scale crash tests are required involving both an 1100C small 

passenger car and a 2270P pickup truck. Additionally, this most recent update to the MASH criteria 

specified standardized test conditions for cable barriers included a 1500A sedan test for barriers. 

2.2 Relevant Low-Tension Cable Barrier Research 

In 2001, MwRSF conducted a full-scale crash test of a standard three-cable guardrail 

system installed at the slope break point of a 1.5H:1V slope [1] under NCHRP Report 350 TL-3 

criteria. The system consisted of four major components: (1) wire rope; (2) posts; (3) spring 

compensating cable end assemblies; and (4) end anchorage assemblies. Three ¾-in. (19-mm) 

diameter 3x7 wire ropes were supported by S3x5.7 posts, spaced 16 ft (4.9 m) apart on center with 

an embedment depth of 30 in. (762 mm) and a welded soil plate. The cable barrier was offset 1 ft 

(305 mm) from the slope break point of a 20-ft (6.1-m) wide 1.5H:1V slope. During test CS-1, the 

4,484-lb (2,034-kg) 2000P pickup truck impacted the three-cable guardrail system at a speed of 

61 mph (98.1 km/h) and at an angle of 26.2 degrees. During impact, the S3x5.7 posts rotated 

through the SBP, protruding through the slope, and the top cable slid beneath the rear tires causing 

rollover. Therefore, test no. CS-1 was determined to be unacceptable according to the TL-3 safety 

performance criteria in NCHRP Report 350.  

The barrier system was redesigned after test no. CS-1 [3]. The post spacing was reduced to 

4 ft (1,291 mm) on center and the posts were shifted forward to an offset of 4 ft (1,291 mm) from 

the slope break point of the 1.5H:1V slope. A second full-scale crash test, test no. CS-2, consisted 

of a 4,487 lb (2,035 kg) 2000P pickup truck impacting the barrier system at a velocity and angle 

of 61.1 mph (100 km/h) and 23.6 degrees, respectively. The barrier captured and redirected the 

test vehicle, and results were determined to be satisfactory according to the TL-3 safety 

performance criteria in NCHRP Report 350. Although the modified system performed acceptably, 

the redesigned barrier increased the complexity and cost of installation and was no longer cost-

competitive with other systems such as W-beam guardrail installed adjacent to steep slopes.  

Low-tension cable barrier systems have also been shown to satisfy the safety performance 

requirements of MASH test no. 3-11. The New York State DOT generic, low-tension, three-cable 

barrier system was tested to evaluate the safety performance of the barrier system installed on a 

curve. The barrier was subjected to three full-scale crash tests and evaluated according to TL-3 

impact safety standards from MASH using a modified test designation no. 3-11. The impact angle 

was 20 degrees instead of 25 degrees and the impact point was targeted as 70 ft (21.3 m) 

downstream from the anchor. The top cable height was 27 in. (686 mm) with a 6-in. (15.2 mm) 

cable spacing, and the curve radius was 360 ft (110 m) [6].  

For test no. NYCC-1, the 2270P vehicle impacted the system at an angle of 19.9 degrees 

relative to the tangent of the curve and at a speed of 61.6 mph (99.1 km/h) [6]. The vehicle was 

satisfactorily contained and redirected. No excessive deformations or penetrations to the occupant 

compartment occurred, and the recorded vehicle accelerations did not violate the OIV or ORA 
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limits established in MASH. Therefore, test no. NYCC-1 was deemed a successful test according 

to the modified MASH test designation no. 3-11 safety evaluation criteria.  

The radius of the barrier system for test no. NYCC-2 was increased to 440 ft (134 m), but 

all other components and dimensions remained the same. In test no. NYCC-2, the 2270P vehicle 

impacted the system at an angle of 22.1 degrees relative to the tangent of the curve and at a speed 

of 61.7 mph (99.3 km/h) [6]. The vehicle overrode the barrier system as the top cable did not 

release quick enough to capture the bumper of the vehicle. The vehicle was penetrated behind the 

system for approximately 150 ft (45 m) before striking an embankment, which caused it to roll 

over. Test no. NYCC-2 was deemed unsuccessful according to the modified MASH test 

designation no. 3-11 safety evaluation criteria because the vehicle was not contained by the barrier. 

Following the results of test no. NYCC-2, it was thought that the cable mounting heights were too 

low to capture taller vehicles (e.g., 2270P vehicle). Thus, it was decided to raise the entire system 

2 in. (51 mm) to achieve a top cable height of 29 in. (737 mm).  

In test no. NYCC-3, the 2270P vehicle impacted the system with revised cable heights at 

an angle of 21.6 degrees relative to the tangent of the curve and at a speed of 63.1 mph (101.6 

km/h). The vehicle was satisfactorily contained and redirected [6]. No excessive deformations or 

penetrations to the occupant compartment occurred, and the recorded vehicle accelerations did not 

violate the OIV or ORA limits established in MASH. Therefore, test no. NYCC-3 was deemed a 

successful test according to the modified MASH test designation no. 3-11 safety evaluation 

criteria, and a top mounting height of at least 29 in. was recommended. 

2.3 Relevant Cable Barrier Post Research 

In 2007, MwRSF used dynamic component testing to explore various cost-control methods 

to reduce the need for expensive post assemblies utilizing soil plates for cable barriers. A total of 

ten bogie tests were conducted on S3x5.7 posts, with lengths from 70 to 90 in. (1,778 to 2,286 

mm) and an embedment from 36 to 54 in. (914 to 1,372 mm). A steel frame surrogate vehicle 

impacted the posts at a height of 27 in. (683 mm) and at approximately 13 mph (20.9 km/h) at an 

angle of 90 degrees to the strong axis [7]. The objectives of the research project were to (1) 

determine the post-soil behavior for steel posts used in cable median barrier systems; (2) determine 

post length and embedment depth for which the post does not need soil plate such that it bends at 

the groundline; and (3) investigate the strength and energy dissipation capabilities of S3x5.7 posts 

embedded in compacted soil. After analyzing and comparing the results, it was recommended to 

use an S3x5.7 post with a length of 78 in. (1,981 mm) and a 42-in. (1,067-mm) embedment depth. 

MwRSF researchers also conducted a research study to develop a new post section for a 

nonproprietary, high-tension cable median barrier that improved the safety and performance of the 

barrier system [8]. The design of the nonproprietary, high-tension cable median barrier system had 

progressed through a series of crash tests that identified flaws in the system related to vehicle 

capture during testing in a V-ditch and deformations of the occupant compartment during sedan 

testing on level terrain. These concerns led the researchers to revisit performance of the basic 

design elements of the barrier system. Three design problems stood out that needed to be addressed 

to improve the system and meet the TL-3 test requirements for cable median barrier found in 

MASH. First, full-scale testing had shown that the current design of the cable median barrier had 

difficultly capturing vehicles when the barrier was placed down the slope. Second, full-scale 

testing indicated that the current cable barrier system design could cause A-pillar crush in small 
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cars and sedans. Finally, review of the behavior of the cable-to-post attachments in the current design 

found that the current attachment behavior was not optimized. Review of the full-scale test results 

suggested that two factors contributing to the A-pillar crush were the lateral, or strong-axis, 

strength of the post and the release forces of the cable to post attachment.  

In order to improve the A-pillar crush, a research effort was undertaken to lower the lateral, 

or strong-axis, strength of the support post. It was believed that a post with lower strong-axis capacity 

would result in lower forces imparted to the A-pillar and reduced A-pillar damage. Lowering the lateral 

capacity of the post would also allow for yielding and deflection of the post at lower loads, which was 

hoped to improve energy absorption as compared to the current post design. 

The design and dynamic component testing in that study led to the development of a new 

steel post section formed from folded or rolled steel sheet, dubbed the Midwest Weak Post (MWP). 

This post had advantages over standard post sections in that it was tuned to provide desired strong 

and weak axis capacities while using less material than the standard S-section post it was replacing. 

In addition, the new post section could be rolled from sheet steel, which makes it economical to 

fabricate.  

Full-scale testing of a nonproprietary, four-cable median barrier design using the MWP 

post indicated some additional problems, including unexpected buckling of the post at cable-to-

post attachments and floorboard tearing of small car vehicles [9-10]. Floorboard tearing violates 

MASH requirements to maintain the integrity of the occupant compartment. Dynamic component 

testing was conducted with a bogie vehicle equipped with a simulated floorboard [11]. The testing 

evaluated a series of two posts spaced 8 ft (2.4 m) apart and offset by 4¼ in. (108 mm) in. using a 

floorboard-equipped bogie impacting at 25 mph (40 km/h). The baseline testing conducted on the 

MWPs resulted in tearing and creasing of the simulated floorboard. Two tests were also conducted 

on S3x5.7 posts, which is the standard low-tension cable guardrail post. The S3x5.7 post caused 

twice as many tears the MWP, and the tears seemed to be larger than those observed from the 

MWP. This testing confirmed that this problem was not specific for the MWP and can occur with 

other deformable posts with free/exposed edges.  

In order to improve the performance of the nonproprietary, four-cable median barrier, 

MwRSF researchers undertook a research effort to develop a new closed section weak post design 

[12]. Several post design criteria were identified and included (1) reduction of the longitudinal 

(weak-axis) capacity in order to mitigate the potential for snag concerns and vehicle floor pan 

tearing, (2) maintain the lateral (strong-axis) capacity similar to the MWP post in order to provide 

sufficient strength and energy dissipation during vehicle redirection, (3) provide a geometry 

without free edges to mitigate vehicle floor pan tearing and allow attachment of the cable-to-post 

attachment brackets developed previously, and (4) utilize an alternative section that could reduce 

the costs of post fabrication. After a review of currently available, closed, structural steel sections, 

variations of closed-section posts including HSS3x2xȧ, MT 3x2x11-gauge, and MT 4x2x14-

gauge were selected for further investigation. Post weakening was accomplished by adding holes 

of different sizes and patterns at the ground line. In order to evaluate the new post section, a total 

of 20 dynamic component tests were conducted on the strong and weak axes of the posts. Based 

on these component tests, an HSS3x2xȧ post with two Ĳ-in. (19-mm) diameter holes was chosen 

for the post section as it met the design criteria for strong and weak axis post strength, as shown 

in Figure 1. Additional dynamic component testing was conducted on the HSS3x2xȧ post with 

two ¾-in. (19-mm) diameter holes to evaluate potential floorboard tearing, and the new post 
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section showed no potential for floorboard tearing. This tubular post section developed for the 

nonproprietary, four-cable median barrier was included herein as it was eventually used as part of 

this research effort. 

 

Figure 1. Tubular Post for Nonproprietary, Four-Cable Median Barrier 
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3 DESIGN CRITERIA  AND INITIAL DESIGN CONCEPT  

At the onset of the research effort, the MwRSF researchers met with Nebraska Department 

of Transportation (NDOT) representatives to discuss the design criteria and initial design concepts 

for the revised low-tension cable barrier adjacent to steep slopes. The following design criteria 

were established for the revised system. 

1. The system must meet MASH TL-3 safety requirements. 

2. The barrier system was to be developed for use adjacent to a 1.8H:1V slope. Preliminary 

discussions on the barrier design and review of the previous full-scale crash testing under 

NCHRP Report 350 suggested that the barrier deflections might increase significantly 

under MASH TL-3. As such it was suggested to potentially consider slopes of 2H:1V or 

flatter. However, NDOT noted that they needed to consider steeper slopes than 2H:1V and 

compromised on the use of a 1.8H:1V slope for the development of the revised cable 

barrier.  

3. It was desired that the revised design utilize wider post spacing and reduced lateral barrier 

offset from the slope to improve the overall cost of the system. The preferred offset was 

2 ft (610 mm) or less.  

4. It was desired that the system utilize the same basic components to the existing, low-tension 

cable barrier system used by NDOT. Modifications were allowed if needed to improve 

performance.  

Development of the revised system was to begin with the basic setup and layout of the 

original NDOT low-tension cable barrier design shown in Figure 2. The system would then be 

modified to improve performance as necessary. Potential modifications that could improve 

performance included, increasing the cable mounting heights, modification of the post 

type/section, lateral post offset from the slope, post spacing, increased number of cables, and 

increased cable tension. The use of additional cables and increased cable tension were not as 

desired. Increasing the number of cables was expected to add complexity and cost to the system, 

and increased cable tension has shown minimal benefit in terms of reducing barrier deflection. 

Additionally, these modifications would require modification of NDOTôs current low-tension 

cable barrier anchorage and end terminal design. Thus, design modifications focused primarily on 

post spacing, barrier offset, and cable mounting heights.  

The initial design proposed for the system consisted of a modified version of the original 

NDOT low-tension cable barrier, as shown in Figure 3. The original barrier design was modified 

to increase the cable mounting heights to 34 in. (864 mm), 28 in. (711 mm), and 22 in. (559 mm). 

This increased the top cable height by 4 in. (102 mm) over the original design and increased the 

vertical cable spacing from 3 in. (76 mm) to 6 in. (152 mm). Increased cable heights and vertical 

spacing have been previously applied to cable median barriers in sloped ditches to improve vehicle 

capture and stability. Small car capture cable heights have been shown to be effective in ranges of 

20 in. to 34 in. (508 mm to 864 mm) above grade, while pickup truck capture cable heights have 

been shown to be effective in the 22 in. to 38 in. (559 mm to 965 mm) range. The cable height 

range chosen for the revised low-tension cable barrier was selected to maintain vehicle capture 
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within those ranges while improving vehicle capture and stability as the vehicle was redirected 

and partially traversing the slope.  

The S3x5.7 post section with the soil plate was retained for the proposed low-tension cable 

barrier. It was hoped that retention of the soil plate on the post would aid in development of the 

post at reduced offsets to a steep slope. The initial post spacing was increased to 8 ft (2,438 mm) 

and the lateral barrier offset to the slope was proposed to be 1 ft to 2 ft (305 mm to 610 mm) in 

order to reduce the cost of the system. The researchers believed that proper performance of the 

cable barrier would require that the combination of post offset and embedment be capable of fully 

developing the flexural capacity of the post section to limit barrier deflection over the slope and 

maintain vehicle capture during redirection. In order to evaluate the potential for the reduced lateral 

offset, dynamic component testing of the posts adjacent to a steep slope was proposed to evaluate 

potential minimum offsets for the posts adjacent to a steep slope. The data was also utilized to aid 

in development of LS-DYNA computer simulation models for analysis of the proposed barrier 

system performance. Additional details on the dynamic component testing of the posts are 

provided in subsequent sections. 
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Figure 2. Original NDOT Low-Tension Cable Barrier Design Adjacent to Slope 

 

Figure 3. Initial Proposed Design for Low-Tension Cable Barrier Design Adjacent to Slope 
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4 COMPONENT TESTING CONDITIONS  

4.1 Purpose 

The first step in developing the design modifications for a low-tension cable barrier system 

adjacent to steep slopes was to conduct bogie testing on the system posts to determine their 

performance at reduced offsets to steep slopes and determine a minimum offset for adequate post 

performance. The tests reported herein were conducted to determine properties of posts on level 

terrain and near steep slopes of up to 1.8H:1V. Additionally, one test was conducted to investigate 

the potential for the posts to lacerate and penetrate the floorboard of small car vehicles. All 

dynamic tests were conducted at the MwRSF Proving Grounds in Lincoln, Nebraska. 

4.2 Equipment and Instrumentation 

Equipment and instrumentation utilized to collect and record data during the dynamic bogie 

tests included a bogie vehicle, an accelerometer, a retroreflective speed trap, high-speed and 

standard-speed digital video cameras, and still cameras. 

4.2.1 Bogie Vehicles 

Two rigid-frame bogies were used to impact the posts. Both bogies used for testing utilized 

a variable height, detachable impact head. The bogie head was constructed of 8-in. (203-mm) 

diameter, ½-in. (13-mm) thick standard steel pipe, with ¾-in. (19-mm) neoprene belting wrapped 

around the pipe to prevent local damage to the post from the impact. In test nos. LTCB-1 through 

LTCB-6 and test nos. CTPS-1 and CTPS-2, the impact head was bolted to the bogie vehicle, 

creating a rigid frame with an impact height of 22 in. (559 mm). The bogie used in test nos. 

LTCB-1 through LTCB-5, CTPS-1, and CTPS-2 with the impact head is shown in Figure 4, and 

the bogie with impact head used in test no. LTCB-6 is shown in Figure 5. The weight of the bogie 

used in test nos. LTCB-1 through LTCB-5 with the addition of the mountable impact head and 

accelerometers was 1,868 lb (847 kg), the weight of the bogie used in test no. LTCB-6 was 2,548 lb 

(1,156 kg), and the weight of the bogie used in test nos. CTPS-1 and CTPS-2 was 1,872 lb (849 kg). 

 

Figure 4. Rigid-Frame Bogie No. 3, Test Nos. LTCB-1 through LTCB-5, CTPS-1, and CTPS-2 
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Figure 5. Rigid-Frame Bogie No. 4, Test No. LTCB-6 

In test nos. LTCB-1 through LTCB-5, CTPS-1, and CTPS-2, a pickup truck with a reverse-

cable tow system was used to propel the bogie to a target impact speed of 20 mph (32 km/h). In 

test no. LTCB-6, a pickup truck with a reverse-cable tow system was used to propel the bogie to a 

target impact speed of 25 mph (40 km/h). When the bogie approached the end of the guidance 

system, it was released from the tow cable, allowing it to be free rolling when it impacted the post. 

A radio-controlled braking system was installed on the bogie allowing it to be brought safely to 

rest after the test. 

4.2.2 Accelerometers 

One SLICE 6DX accelerometer system (SLICE-2) was mounted on the bogie vehicle near 

the center of gravity to measure the acceleration in the longitudinal, lateral, and vertical directions. 

However, only the longitudinal acceleration was processed and reported. 

The SLICE 6DX (SLICE-2) was a modular data acquisition system manufactured by 

Diversified Technical Systems, Inc. of Seal Beach, California. The acceleration sensor was 

mounted inside the body of a custom-built SLICE 6DX event data recorder and recorded data at 

10,000 Hz to the onboard microprocessor. The SLICE 6DX was configured with 7 GB of non-

volatile flash memory, a range of Ñ500 gôs, a sample rate of 10,000 Hz, and a 1,650 Hz (CFC 

1000) anti-aliasing filter. The ñSLICEWareò computer software program and a customized 

Microsoft Excel worksheet were used to analyze and plot the accelerometer data. 

4.2.3 Retroreflective Optic Speed Trap 

The retroreflective optic speed trap was used to determine the speed of the bogie vehicle 

before impact. Four retroreflective targets, spaced at approximately 18-in. (457-mm) intervals, 

were applied to the side of the vehicle for test nos. LTCB-1 through LTCB-5. For test no. LTCB-6 

and test nos. CTPS-1 and CTPS-2, five retroreflective targets, spaced at approximately 18-in. 

(457-mm) intervals were applied to the side of the vehicle. When the emitted beam of light was 

reflected by the targets and returned to the Emitter/Receiver, a signal was sent to the data 
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acquisition computer, recording at 10,000 Hz, as well as the external LED box activating the LED 

flashes. The speed was then calculated using the spacing between the retroreflective targets and 

the time between the signals. LED lights and high-speed digital video analysis are only used as a 

backup in the event that vehicle speeds cannot be determined from the electronic data. 

4.2.4 Digital  Photography 

One AOS high-speed digital video camera and two GoPro digital video cameras were used 

to document test nos. LTCB-1 through LTCB-5, CTPS-1, and CTPS-2, and one AOS high speed 

digital video camera and seven GoPro digital video cameras were used to document test no. LTCB-

6. The AOS high-speed camera had a frame rate of 500 frames per second and the GoPro video 

cameras had frame rates of 120 and 240 frames per second. In test nos. LTCB-1 through LTCB-5, 

CTPS-1, and CTPS-2, the cameras were placed laterally from the post, with a view perpendicular 

to the bogieôs direction of travel as well as diagonally from the post. In test no. LTCB-6 the GoPro 

digital cameras were placed in the same locations as test nos. LTCB-1 through LTCB-5 with an 

additional three GoPro cameras onboard the bogie vehicle and two located adjacent to each post 

to provide detailed views of the posts while the test was being conducted. A Nikon D3100 digital 

still camera was also used to document pre- and post-test conditions for all tests. 

4.3 End of Test Determination 

When the impact head initially contacts the test article, the force exerted by the surrogate 

test vehicle is directly perpendicular. However, as the post rotates, the surrogate test vehicleôs 

orientation and path moves further from perpendicular. This introduces two sources of error: (1) 

the contact force between the impact head and the post has a vertical component and (2) the impact 

head slides upward along the test article. Therefore, only the initial portion of the accelerometer 

trace should be used since variations in the data become significant as the system rotates and the 

surrogate test vehicle overrides the system. Additionally, guidelines were established to define the 

end of test time using the high-speed video of the impact. The first occurrence of either of the 

following events was used to determine the end of the test: (1) the test article fractures; or (2) the 

surrogate vehicle overrides or loses contact with the test article. 

4.4 Data Processing 

The electronic accelerometer data obtained in dynamic testing was filtered using the SAE 

Class 60 Butterworth filter conforming to the SAE J211/1 specifications [13]. The pertinent 

acceleration signal was extracted from the bulk of the data signals. The processed acceleration data 

was then multiplied by the mass of the bogie to get the impact force using Newtonôs Second Law. 

Next, the acceleration trace was integrated to find the change in velocity versus time. Initial 

velocity of the bogie, calculated from the pressure tape switch data, was then used to determine 

the bogie velocity. Next, the calculated velocity trace was integrated to find the bogieôs 

displacement. This displacement is also the displacement of the post. Combining the previous 

results, a force vs. deflection curve was plotted for each test. Finally, integration of the force vs. 

deflection curve provided the energy vs. deflection curve for each test. 
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5 COMPONENT TESTING OF S3x5.7 POSTS 

5.1 Scope 

A series of dynamic component tests or bogie tests were conducted on S3x5.7 steel posts 

to determine the potential minimum offset for the revised, low-tension cable barrier adjacent to 

steep slopes. Two tests were conducted on posts installed on level terrain in order to serve as a 

baseline for the force vs. deflection and energy dissipation of the standard low-tension cable barrier 

post. Three additional tests were conducted at reduced lateral offsets to a 1.8H:1V slope. Lateral 

offsets of 24 in. (610 mm), 12 in. (305 mm), and 6 in. (152 mm), were evaluated and compared 

with the level terrain tests. It was desired that the posts installed at the reduced offsets perform 

similarly to the level terrain posts.  

Five bogie tests were conducted on 63-in. (1,600-mm) long, S3x5.7 steel posts with an 

embedment depth of 30 in. (762 mm) and a 24-in. long by 8-in. wide x ¼-in. thick (610-mm. long 

by 203-mm wide x 6.4-mm thick) soil plate located 4 in. (102 mm) from the base of the post. This 

was the same post section, embedment, and soil plate used in the original low-tension cable barrier 

adjacent to slope design. In test nos. LTCB-1 through LTCB-5, the target impact conditions were 

an impact speed of 20 mph (32.2 km/h) and an angle of 90 degrees, creating a classical ñhead-onò 

impact and strong axis bending. The posts were impacted 22 in. (559 mm) above the groundline 

The test matrix is shown in Table 1, and the test setups are shown in Figures 6 through 8. Note 

that for test nos. LTCB-1 and LTCB-2, the soil plate was oriented on the back side of the post 

similar to a standard cable barrier installation. For test nos. LTCB-3 through LTCB-5, the soil 

plate location was flipped to the front face of the post to provide slightly more soil between the 

plate and the slope break point and increase soil resistance. Material specifications and certificates 

of conformity for the S3x5.7 steel posts are shown in Appendix A. 

Table 1. Test Matrix for Test Nos. LTCB-1 through LTCB-5 

Test No. 

Offset 

Distance 

in. 

(mm) 

Soil Plate Dimension 

in.  

(mm) 

Target Impact Conditions 

Impact 

Velocity 

mph  

(km/h) 

Impact 

Height  

in. 

(mm) 

Impact 

Angle 

degrees 

LTCB-1 N/A 
8 x 24 x ¼ 

(203 x 610 x 6) 

20.0 

(32.2) 

22 

(559) 
90 

LTCB-2 N/A 
8 x 24 x ¼ 

(203 x 610 x 6) 

20.0 

(32.2) 

22 

(559) 
90 

LTCB-3 
24 

(610) 

8 x 24 x ¼ 

(203 x 610 x 6) 

20.0 

(32.2) 

22 

(559) 
90 

LTCB-4 
12 

(305) 

8 x 24 x ¼ 

(203 x 610 x 6) 

20.0 

(32.2) 

22 

(559) 
90 

LTCB-5 
6 

(152) 

8 x 24 x ¼ 

(203 x 610 x 6) 

20.0 

(32.2) 

22 

(559) 
90 
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Figure 6. Bogie Tests 1 and 2 Matrix and Setup, Test Nos. LTCB-1 and LTCB-2
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Figure 7. Bogie Tests 3 through 5, Test Nos. LTCB-3 through LTCB-5 
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Figure 8. Post Assemblies, Test Nos. LTCB-1 through LTCB-5  
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5.2 Results 

The accelerometer data for each test was processed in order to obtain acceleration, velocity, 

and deflection curves, as well as force vs. deflection and energy vs. deflection curves. Post 

deformation and soil displacement was compared for all of the tests as well. Test results for all 

transducers are provided in Appendix A. A summary of the bogie testing results is shown in Table 

2. 

5.2.1 Test No. LTCB -1 

Test no. LTCB-1 was conducted on a 63-in. (1,600-mm) long, S3x5.7 steel post with an 

embedment depth of 30 in. (762 mm) and a 24-in. long by 8-in. wide x ¼-in. thick (610-mm. long 

by 203-mm wide x 6.4-mm thick) soil plate installed on the back face of the post and 4 in. 

(102 mm) from the base of the post. The post was installed on level terrain. During test no. 

LTCB-1, the bogie impacted the S3x5.7 post at a speed of 19.9 mph (32.0 km/h) causing strong-

axis loading of the post. The post experienced significant rotation through the soil and yielded. 

The bogie overrode the top of the post at a displacement of 39.8 in. (1,011 mm).  

Force-deflection and energy-deflection curves were created from the accelerometer data, 

as shown in Figure 9. The force rose to a peak of 7.0 kips (31.1 kN) at 3.0 in. (76.2 mm) of 

deflection. A total of 142.9 kip-in. (16.1 kJ) of energy was absorbed by the post before the bogie 

overrode the post at 39.8 in. (1,011 mm) of deflection. Time-sequential and post-impact 

photographs are shown in Figure 10. 

 

Figure 9. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-1 
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Figure 10. Time-Sequential and Post-Impact Photographs, Test No. LTCB-1 
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5.2.2 Test No. LTCB -2  

Test no. LTCB-2 was conducted on a 63-in. (1,600-mm) long, S3x5.7 steel post with an 

embedment depth of 30 in. (762 mm) and a 24-in. long by 8-in. wide x ¼-in. thick (610-mm. long 

by 203-mm wide x 6.4-mm thick) soil plate installed on the back face of the post and 4 in. 

(102 mm) from the base of the post. The post was installed on level terrain. During test no. 

LTCB-2, the bogie impacted the S3x5.7 steel post at a speed of 21.9 mph (35.2 km/h) causing 

strong axis loading of the post. The post rotated through the soil and yielded. The bogie overrode 

the top of the post at a displacement of 39.4 in. (1,001 mm).  

Force-deflection and energy-deflection curves were created from the accelerometer data, 

as shown in Figure 11. The force rose to a peak of 7.6 kips (33.8 kN) at 2.0 in. (50.8 mm) of 

deflection. A total of 163.8 kip-in. (18.5 kJ) of energy was absorbed by the post before the bogie 

overrode the post at 39.4 in. (1,001 mm). Time-sequential and post-impact photographs are shown 

in Figure 12. 

 

Figure 11. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-2 
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Figure 12. Time Sequential and Post-Impact Photographs, Test No. LTCB-2 
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5.2.3 Test No. LTCB-3 

Test no. LTCB-3 was conducted on a 63-in. (1,600-mm) long, S3x5.7 steel post with an 

embedment depth of 30 in. (762 mm). The post was offset 24-in. (610-mm) from a 1.8H:1V slope 

breakpoint. During test no. LTCB-3, the bogie impacted the S3x5.7 steel post at a speed of 

20.9 mph (33.6 km/h) causing strong axis loading of the post. Upon impact, the post yielded, 

deflected backward, and underwent torsional buckling. The post had experienced minimal rotation 

through the soil. The bogie overrode the top of the post at a displacement of 39.4 in. (1,001 mm). 

The post contacted the bogieôs undercarriage, causing the bogie to become airborne and land on 

the cement downstream of the slope.  

Force-deflection and energy-deflection curves were created from the accelerometer data 

and are shown in Figure 13. The force rose to a peak of 7.6 kips (33.8 kN) at 1.8 in. (46 mm) of 

deflection. A total of 131.6 kip-in. (14.9 kJ) of energy was absorbed by the post before the bogie 

overrode the post at 39.4 in. (1,001 mm). Time-sequential and post-impact photographs are shown 

in Figure 14. 

 

Figure 13. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-3

-20

0

20

40

60

80

100

120

140

-2

0

2

4

6

8

10

12

14

0 5 10 15 20 25 30 35 40 45

E
n

e
rg

y 
(k-

in
.)

F
o

rc
e

 (
ki

p
s)

Displacement (in. )

Force

Energy



April 27, 2021  

MwRSF Report No. TRP-03-334-21 

21 

 
 IMPACT 

 
 0.050 sec 

 
 0.100 sec 

 
 0.150 sec 

 
 0.200 sec 

 
 0.250 sec 

Figure 14. Time-Sequential and Post-Impact Photographs, Test No. LTCB-3 
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5.2.4 Test No. LTCB-4 

Test no. LTCB-4 was conducted on a 63-in. (1,600-mm) long, S3x5.7 steel post with an 

embedment depth of 30 in. (762 mm). The post was offset 12-in. (305-mm) from a 1.8H:1V slope 

breakpoint. During test no. LTCB-4, the bogie impacted the S3x5.7 steel post along its strong axis 

at a speed of 20.4 mph (32.8 km/h). Upon impact, the post rotated through the soil, yielded, and 

experienced torsional buckling as the bogie began to override the post. The bogie overrode the top 

of the post at a displacement of 36.5 in. (927 mm). The post contacted the bogieôs undercarriage, 

causing the bogie to become airborne and land on the concrete downstream of the slope. 

Force-deflection and energy-deflection curves were created from the accelerometer data, 

as shown in Figure 15. The force rose to a peak of 7.2 kips (32.0 kN) at 1.5 in. (38.1 mm) of 

deflection. A total of 127.4 kip-in. (14.4 kJ) of energy was absorbed by the post before the bogie 

overrode the post at 36.5 in. (927 mm). Time-sequential and post-impact photographs are shown 

in Figure 16. 

 

Figure 15. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-4 
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Figure 16. Time-Sequential and Post-Impact Photographs, Test No. LTCB-4
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5.2.5 Test No. LTCB-5 

Test no. LTCB-5 was conducted on a 63-in. (1,600-mm) long, S3x5.7 steel post with an 

embedment depth of 30 in. (762 mm). The post was offset 6-in. (152-mm) from a 1.8H:1V slope 

breakpoint. During test no. LTCB-5 the bogie impacted the S3x5.7 steel post along its strong axis 

at a speed of 20.6 mph (33.2 km/h). The post rotated through the soil and experienced minor 

bending and deformation prior to the bogie overriding the top of the post at a displacement of 

42.2 in. (1,072 mm). The bogie continued downstream after overriding the post and landed on the 

concrete downstream of the slope. 

Force-deflection and energy-deflection curves were created from the accelerometer data, 

as are shown in Figure 17. The force rose to a peak of 7.3 kips (32.5 kN) at 1.6 in. (40.6 mm) of 

deflection. A total of 127.4 kip-in. (14.4 kJ) of energy was absorbed by the post before the bogie 

overrode the post at 42.2 in. (1,072 mm). Time-sequential and post-impact photographs are shown 

in Figure 18. 

 

Figure 17. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-5
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Figure 18. Time-Sequential and Post-Impact Photographs, Test No. LTCB-5 



April 27, 2021  

MwRSF Report No. TRP-03-334-21 

26 

5.3 Discussion 

Five tests were conducted on 63-in. (1,600-mm) long, S3x5.7 steel posts with varying soil 

conditions ranging from level terrain to posts embedded adjacent to a 1.8H:1V slope with offsets 

of 24 in. (610 mm), 12 in. (305 mm), and 6 in. (152 mm). All five posts used for testing were 

impacted through the strong axis of the post at a height of 22 in. (559 mm) above the groundline. 

The test results are summarized in Table 2. Comparison graphs of force vs. deflection and energy 

vs. deflection are shown in Figures 19 and 20, respectively.  

The posts exhibited varying amounts of bending and rotation through the soil and 

developed different force and energy levels. Test nos. LTCB-1 and LTCB-2 on level terrain served 

as the baseline for comparison. These two tests exhibited a combination of post rotation through 

the soil and post deformation and bending near ground line. Test nos. LTCB-1 and LTCB-2 

displayed average forces of 5.33 kips (23.7 kN) and 5.50 kips (24.5 kN), respectively, at 15 in. 

(381 mm) of post deflection and average forces of 5.39 kips (24.0 kN) and 5.60 kips (24.9 kN), 

respectively, at 20 in. (508 mm) of post deflection. Energy through 15 in. (381 mm) and 20 in. 

(508 mm) of post deflection levels followed a similar trend.  

Test nos. LTCB-3 and LTCB-4 performed very similarly to one another when evaluated at 

offsets of 24 in. (610 mm) and 12 in. (305 mm) from a 1.8H:1V slope, respectively. The posts in 

both tests went through limited displacement in the soil, bending of the post section near ground 

line, and torsional buckling of the post. Test nos. LTCB-3 and LTCB-3 displayed average forces 

of 5.65 kips (25.1 kN) and 5.80 kips (25.8 kN), respectively, at 15 in. (381 mm) of post deflection 

and average forces of 5.20 kips (23.1 kN) and 5.31 kips (23.6 kN), respectively, at 20 in. (508 mm) 

of post deflection. These average forces (and corresponding energy dissipation) were slightly 

higher than the baseline posts tested on level terrain at 15 in. (381 mm) of post deflection, but the 

average forces were slightly lower than the baseline posts at 20 in. (508 mm) of post deflection. 

Because rotation of the post in soil for these tests was limited, it was believed that the reduction of 

post resistive force at larger deflection was largely due to the torsional buckling of the post section. 

These results would indicate that the offsets of 24 in. (610 mm) and 12 in. (305 mm) from a 

1.8H:1V slope evaluated in these tests were capable of fully developing the capacity of the S3x5.7 

steel post section and could be considered as a potential option for the low-tension cable barrier 

adjacent to steep slopes. 

Finally, test no. LTCB-5 evaluated the S3x5.7 post when installed 6 in. (152 mm) from the 

slope break point of a 1.8H:1V slope. In this test, the post rotated through the soil and disengaged 

a large section of the slope behind the post. Minor deformation and bending of the post were 

observed near groundline. Test no. LTCB-5 displayed an average force of 5.05 kips (22.5 kN) at 

15 in. (381 mm) of post deflection and an average of 4.73 kips (21.0 kN) at 20 in. (508 mm) of 

post deflection. These average force levels were lower than the level terrain post tests and the two 

tests with larger post offsets from the 1.8H:1V slope. Energy dissipation of the post in test no. 

LTCB-5 was lower as well. While the post and slope offset configuration evaluated in test no. 

LTCB-5 still exhibited sufficient load to induce bending of the post, the proximity of the post to 

the steep slope produced increased soil displacement and reduced the force and energy developed 

by the post as compared to the other tested configurations. This suggested that a 6 in. (152 mm) 

offset from the 1.8H:1V slope may be at or past the limit for acceptable performance when applied 
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to the low-tension cable barrier adjacent to slope as it may lead increased barrier deflections and 

loss of vehicle capture.  

As noted previously, the researchers believed that adequate safety performance of the low-

tension cable barrier adjacent to steep slopes would rely on developing the full plastic strength of 

the posts in the system to maintain vehicle capture and limit barrier deflections over the slope. 

After reviewing these post component tests, the researchers recommended a minimum post offset 

of 12 in. (305 mm) from a 1.8H:1V slope for the analysis of potential low-tension cable barrier 

adjacent configurations in order to maintain a consistent post response. 
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Table 2. Dynamic Component Testing Results, Test Nos. LTCB-1 through LTCB-5 

Test No. 
Post 

Description 

Embedment 

Depth 

in. 

(mm) 

Peak 

Force 

kips 

(kN) 

Average Force 

kips (kN) 

Energy 

kip-in. (kJ) 

Maximum 

Deflection 

in. 

(mm) @ 5"  @ 10"  @ 15"  @ 20"  @ 5"  @ 10"  @ 15"  @ 20"  Total 

LTCB-1 S3x5.7 
30 

(762) 

7.0 

(31.1) 

4.66 

(20.7) 

5.08 

(22.6) 

5.33 

(23.7) 

5.39 

(24.0) 

23.3 

(2.63) 

50.8 

(5.74) 

79.9 

(9.03) 

107.9 

(12.2) 

142.9 

(16.1) 

39.8 

(1,011) 

LTCB-2 S3x5.7 
30 

(762) 

7.6 

(33.8) 

4.53 

(20.2) 

5.14 

(22.9) 

5.50 

(24.5) 

5.60 

(24.9) 

22.7 

(2.56) 

51.4 

(5.81) 

82.4 

(9.31) 

112.0 

(12.7) 

163.6 

(18.5) 

39.4 

(1,001) 

LTCB-3 S3x5.7 
30 

(762) 

7.6 

(33.8) 

4.91 

(21.8) 

5.50 

(24.5) 

5.65 

(25.1) 

5.20 

(23.1) 

24.6 

(2.78) 

55.0 

(6.21) 

84.7 

(9.57) 

104.1 

(11.8) 

131.6 

(14.9) 

39.4 

(1,001) 

LTCB-4 S3x5.7 
30 

(762) 

7.2 

(32.0) 

5.07 

(22.6) 

5.69 

(25.3) 

5.80 

(25.8) 

5.31 

(23.6) 

25.4 

(2.87) 

56.9 

(6.43) 

87.0 

(9.83) 

106.1 

(12.0) 

127.4 

(14.4) 

36.5 

(927) 

LTCB-5 S3x5.7 
30 

(762) 

7.3 

(32.5) 

4.67 

(20.8) 

5.04 

(22.4) 

5.05 

(22.5) 

4.73 

(21.0) 

23.3 

(2.63) 

50.4 

(5.69) 

75.8 

(8.56) 

94.5 

(10.7) 

127.4 

(14.4) 

42.2 

(1,072) 
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Figure 19. Force vs. Deflection Comparison, Test Nos. LTCB-1 through LTCB-5 
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Figure 20. Energy vs. Deflection Comparison, Test Nos. LTCB-1 through LTCB-5 
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6 EVALUATION OF FLOOR BOARD TEARING BY S3x5.7 POSTS 

After completing the dynamic component testing of the S3x5.7 posts, the researchers 

reviewed full-scale crash testing of a nonproprietary, high-tension cable median barrier developed 

through the Midwest Pooled Fund Program [8-10]. The nonproprietary, high-tension cable median 

barrier was being tested and evaluated with the newly developed Midwest Weak Post (MWP) 

section. The full-scale crash testing of the system with the 1100C small car vehicle indicated that 

the flanges of the MWP post could lacerate and penetrate the floorboard of the vehicle as it 

overrode the weak axis of the posts, as shown in Figure 21. This floorboard penetration was 

deemed a failure of the full-scale crash test under MASH safety requirements. Based on the 

performance of the MWP post in the high-tension cable median barrier testing, there was concern 

that the flanges of the S3x5.7 post proposed for use in the low-tension cable barrier adjacent to 

steep slopes could produce similar floorboard laceration and penetration. In order to evaluate the 

potential for the S3x5.7 post to lacerate and penetrate the floorboard of the small car, dynamic 

component testing was undertaken that overrode the S3x5.7 posts with a specialized bogie vehicle 

with a simulated floorboard. 

 

Figure 21. Floorboard Laceration and Penetration, Test No. MWP-7 

To perform this testing, a specialized bogie vehicle with a simulated floorboard developed 

in a parallel study was used [11]. A rigid-frame bogie vehicle, equipped with a simulated small car 

floorboard, was used to impact the posts. The simulated floorboard consisted of a 120-in. x 23¾-in. 

(3,048-mm x 603-mm) sheet of 24-gauge (0.61-mm) ASTM A653 steel. The sheet steel was 

mounted to the bottom of an undercarriage frame at a height of 8 in. (203 mm), which matched the 

height of the Kia Rio floorboards from previous full-scale crash tests. The undercarriage frame 
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was constructed from 3½-in. x 3½-in. x Ȩ-in. (90-mm x 90-mm x 10-mm) steel tubes and was 

bolted to the inside of the bogie vehicle frame. The front beam of the undercarriage frame was 

positioned in front of the simulated floorboard and shifted downward 1¾ in. (44 mm). This vertical 

offset prevented the top of the post from snagging on the front edge of the sheet steel, and acted 

as a stiff cross member of the vehicle undercarriage (e.g., frame element, axle) that caused the post 

to bend down and spring back upward toward the floorboard as the bogie overrode the top of the 

post. A 1¾-in. (44-mm) square tube was bolted underneath and across the middle of the simulated 

floorboard to create a second location where the post would be pushed down and allowed to spring 

back upward.  

In test no LTCB-6 two S3x5.7 posts similar to those evaluated in test nos. LTCB-1 through 

LTCB-5 were spaced 8 ft (2,438 mm) apart, impacted on their weak axis, and overridden by the 

modified bogie in order to determine if the S3x5.7 posts proposed for use in the low-tension cable 

barrier adjacent to steep slopes posed a potential for floorboard tearing. Details of the bogie testing 

setup for test no. LTCB-6 are provided in Table 3 and Figures 22 through 24 Photographs of the 

test setup are shown in Figure 25. Other details of the test documentation and setup were provided 

in Chapter 4. 

Table 3. Test Matrix for Test No. LTCB-6 

Test No. 

Offset 

Distance 

in. 

(mm) 

Soil Plate Dimension 

in.  

(mm) 

Target Impact Conditions 

Impact 

Velocity 

mph  

(km/h) 

Impact 

Height  

in. 

(mm) 

Impact 

Angle 

degrees 

LTCB-6 N/A 
8 x 24 x ¼ 

(203 x 610 x 6) 

25.0 

(40.2) 

22 

(559) 

Weak Axis 

0 
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Figure 22. Test Setup, Test No. LBCT-6 
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Figure 23. Test Setup, Test No. LBCT-6 
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Figure 24. Bill of Materials, Test No. LBCT-6 
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Figure 25. Bogie Test Setup, Test No. LTCB-6 
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6.1 Test No. LTCB-6 

Test no. LTCB-6 was conducted on two 63-in. (1,600-mm) long, S3x5.7 steel posts spaced 

8 ft (2,438 mm) apart with an embedment depth of 30 in. (762 mm). The two posts were impacted 

through their weak axis to investigate the propensity of floorboard tearing due to the free edge on 

the S3x5.7 post. During test no. LTCB-6, the bogie impacted the first S3x5.7 steel post at a speed 

of 25.8 mph (41.5 km/h). the impact of the bogie vehicle caused the post to yield and bend about 

its weak axis near the ground line. As the bogie overrode the first post, the post flanges and upper 

corners contacted and scraped across the simulated floorboard. The front of the bogie was lifted 

from the ground and remained airborne until impacting the second S3x5.7 steel post approximately 

0.220 sec after the impact with the first post with a speed of 25.4 mph (40.9 km/h). The bogie 

vehicle impact caused the second post to yield and bend about its weak axis as well, and the flanges 

and corners of the second post contacted and scraped across the simulated floorboard as it was 

overridden by the bogie vehicle.  

Force-deflection and energy-deflection curves were created from the accelerometer data 

and are shown in Figure 26. The force rose to a peak of 6.9 kips (30.7 kN) at 2.0 in. (50.8 mm) of 

deflection after impacting the first post. A total of 192.1 kip-in. (21.7 kJ) of energy was absorbed 

from both posts. Time-sequential and post-impact photographs are shown in Figure 27.  

 

Figure 26. Force vs. Deflection and Energy vs. Deflection, Test No. LTCB-6 

The condition of the simulated floorboard was reviewed following the bogie test. Both the 

front and rear sections of the simulated floorboard displayed tearing and heavy gouging due to 

contact with the post flanges, as shown in Figure 28. In the front section of the simulated 

floorboard, the contact with the first post produced a tear due to the right flange of the post and a 
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deep groove in the simulated floorboard due to the left flange of the post. The second impacted 

post produced more tearing and gouging in the first section of the simulated floorboard with both 

post flanges creating tears upon initial contact. As the post continued to contact the simulated 

floorboard, deep grooves were observed in the simulated floorboard, and the right flange of the 

second post formed a long tear near the back of the first section of floorboard. The rear section of 

the simulated floorboard had four tears at the front of the simulated floorboard sections due to 

contact with both flanges of both posts. Deep grooves from all four post flanges were also observed 

down the entire length of the second section of the simulated floorboard.  
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Figure 27. Time-Sequential and Post-Impact Photographs, Test No. LTCB-6 
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Figure 28. Floorboard Tearing Photographs, Test No. LTCB-6  










































































































































































